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Important: Please save this instruction sheet. 
It contains valuable product information.

™

Compass  
Because good explorers know where they are headed!

1. Hold the compass level and still on the palm of your hand.
2. Wait until the compass stops spinning and mark your direction.

Tweezers
Grab and hold specimens while you examine them with the magnifying lens.

Magnifying Lens
Flip up to check out artifacts you find along the way…or just check the map!

Signal Lights
Alert other adventurers to your location, without scaring off the big game!
 
1. Press the button on the left glove. LEDs will light for as long as you hold the button. 
2. You can flash them to indicate your position, or send messages in Morse code.

Grip Clips
Use to clip and hold things, or attach the gloves to your jacket so they don’t get lost.

Utility Cord 
You never know what you will need this for—maybe to make a leash for a timberwolf 
you’ve befriended. Maybe to tie your shoe!
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Morse Code:

Grip clip

Utility cord

A   .- 
B   -... 
C   -.-. 
D   -.. 
E   . 
F   ..-. 
G   --. 
H   .... 
I   .. 
J   .--- 
K   -.- 
L   .-.. 
M   -- 
N   -. 
O   --- 
P   .--. 
Q   --.- 
R   .-. 
S   ... 
T   - 

U   ..- 
V   ...- 
W   .-- 
X   -..- 
Y   -.-- 
Z   --.. 
0   ----- 
1   .---- 
2   ..--- 
3   ...-- 
4   ....- 
5   ..... 
6   -.... 
7   --... 
8   ---.. 
9   ----. 
Fullstop   .-.-.- 
Comma   --..-- 
Query   ..--.. 



Watch module

Battery

W atch:

So you know how long you’ve been gone…and when dinner’s on!
TO SET TIME & DATE: (use a paper clip to set)
1. From normal time mode, press SET button twice.  The MONTH will display
2. Keep pressing MODE until the correct MONTH is displayed.
3. Press SET button. The DAY will display
4. Keep pressing MODE until the correct DAY is displayed.
5. Press SET button. The HOUR will display
6. Keep pressing MODE until the correct HOUR is displayed.
7. Press SET button. The MINUTES will display
8. Peep pressing MODE until the correct MINUTES number is displayed.
9. Press SET button to exit and return to normal time mode.
TO MAKE DISPLAY FLASH BETWEEN TIME AND DATE:
1. Hold down SET button
2. To return to normal time display, press SET button 5 times. (Display will  
run through SET mode.)
TO SEE THE DATE:
Press MODE button once. Display will return to normal time after 3 seconds.
TO DISPLAY SECONDS:
1. Press MODE button twice.
2. Press MODE button to return to normal time mode.

To Adjust Fit
To tighten or loosen fit, adjust the Velcro ® straps on the back of each hand.
Note:  
If gloves get soiled, use a warm damp cloth to clean them.  Do not put them  
in the washing machine or dishwasher. Do not submerge the gloves.

Battery Information:
The Explorer’s Gloves require 3 button cell batteries: one LR41 (G3A) and  
two LR43 (G12A), included.

Battery Safety:
• Only adults should install and replace batteries.
• Do not recharge non-rechargeable batteries.
• Remove dead or exhausted batteries.
• Insert batteries correctly. Match positive and negative signs.
• Do not place anything across the battery terminals.
• Only use the batteries specified above.
• Do not use rechargeable batteries. 
• Do not mix alkaline, standard (carbon-zinc), or rechargeable  
   (nickel-cadmium) batteries.
• Do not mix old and new batteries.
• Do not dispose of batteries in a fire; they may explode!
• Dispose of batteries safely.

Adults! To Replace Batteries:
Left Glove:
1. Flip up the magnifying lens (Fig.1).
2. Using a small Phillips screwdriver, remove the single screw from  
the raised panel to the left of the compass.
3. Remove both of the old batteries. Insert new LR43 (G12A) batteries.
4. Replace battery cover and tighten screw.
Right Glove:
We recommend having a jeweler replace the watch battery.
1. Using a small Phillips screwdriver, remove the two screws on either side of  
the watch (Fig 2).
2. Lift the watch from the glove and turn it over.
3. Using a very small Phillips screwdriver, remove the battery clip. Remove the  
old battery and insert the new LR41(G3A) battery.
4. Replace the battery clip and tighten screws.
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